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Lumination™ LED
Luminaire - 1200mm x
300mm - Suspended

EP147A3CVSLVR

67645

Product information

This 1200 x 300 mm luminaire showcases everything
that's innovative and exciting about Lumination™.
Suspended from the ceiling, this strikingly beautiful
luminaire combines brilliant aesthetics with space-
filling light, all contained within a premium-quality
aluminium. And when it's switched off, clear lens means
there’s no visible light source.

Application areas

Education @ Healthcare
Office Retail
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Lumination™ LED Luminaire - 1200mm X
300mm - Suspended
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Product data

Limited Warranty
IP Rating
Certifications
Impact resistance
Mounting type
Weight [kg]
DIALux description

Dimmability

Performance data

Nominal lumens [Im]

Rated Life [Hours]

Nominal correlated colour temperature (CCT) [K]
Colour rendering index (CRI) [Ra]

Total system power

Electrical data

Controllability

Logistic data

Product status

5vyears

30

CE

IKO3
Suspended
6.5

GE - Lumination™ LED Luminaire - 1200mm x 300mm -
Suspended - 4200lm - 55W - 4000K - 80CRI -
67645[SKU] - Suspended / Pendant

YES

4200
50.000
4000
80

55

Dimmable electronic (0-10V)

Available
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Photometric Data

Lumination™ LED Luminaire - 1200mm X
300mm - Suspended

EP147A3CVSLVR

67645
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GE Lumination™ LED Luminaire - 1200mm x
Lighting 300mm - Suspended

EP147A3CVSLVR

67645

Downloads & Links

Go to the catalog site (HTTP)

Installation Guide (PDF)

High-resolution image (HTTP)

Indoor Solutions Catalogue (EN, FR) (PDF)

Lumination susp. 1200x300 Data Sheet(EN) (PDF)

Lighting design tools & calculators (HTTP)

Certificate for the Quality Management System of GE Lighting EMEA (PDF)
Certificate for the Environmental Management System of GE Lighting EMEA (PDF)

GE Lighting is constantly developing and improving its products. For this reason, all product descriptions in this brochure are intended as a
general guide, and we may change specifications from time to time in the interest of product development, without prior notification or
public announcement. All descriptions in this publication present only general particulars of the goods to which they refer and shall not form

GE and General Electric are both registered trademarks
of the General Electric Company

part of any contract. Data in this guide has been obtained in controlled experimental conditions. However, GE Lighting cannot accept any
liability arising from the reliance on such data to the extent permitted.


http://catalog.gelighting.com//luminaire/indoor-luminaires/suspended-pendant/lumination-led-luminaires/f=lumination-led-luminaire-1200mm-x-300mm-suspended/p=ep147a3cvslvr/?l=en
http://www.gelighting.com/LightingWeb/emea/images/Lumination_LED_Luminaires_Suspended_1200mmx300mm_Installation_guide_EN_tcm181-26421.pdf
https://www.dropbox.com/sh/i3n9z6e6dd6m1e8/TmxizduWiF
http://www.gelighting.com/LightingWeb/emea/images/Indoor_Solutions_LED_Lumination_Downlight_Range_Catalogue_FR_EN_tcm181-25132.pdf
http://www.gelighting.com/LightingWeb/emea/images/LED_Lumination_Indoor_Luminaires_suspended_1200x300_%20Data_Sheet_EN_tcm181-27074.pdf
http://www.gelighting.com/LightingWeb/emea/resources/tools/index.jsp
http://www.gelighting.com/LightingWeb/emea/images/GE-ISO9001-ISO-Certificates-EN.pdf
http://www.gelighting.com/LightingWeb/emea/images/GE-ISO14001-ISO-Certificates-EN.pdf

