EYE Color ArcTC, T, TD

19 max. —T18
26 max. — 125

z
m
>
>
I
>
—
O
o
™
>
2
<
wn

105 max.

136 max.

hns.z max. fl} ‘

T

Fig.4

©25 max.

PHYSICAL DATA AND CHARACTERISTICS

Type Watts | Bulb | Base | Bulb | Std. | Colour | M.O.L. | L.C.L. Approx. Ra | Rated Burning | Fig.
(w) Finish f)':g '(I'It(e)mp. (mm) (mm) g — :_r:li;t;aelns ) ﬁlvr.sl).ife Position | No.
EYE Color Arc TC - G8.5 base
MT70/SDW/G8.5* 70 T18 G8.5 Clear 24 3500 85.0 52.0 90 1.00 4500 96 6000 Any 1
MT70/SW/G8.5 70 T18 G8.5 Clear 24 4500 85.0 52.0 90 1.00 5000 96 6000 Any 1
MT70/D/G8.5 70 T18 G8.5 Clear 24 6500 85.0 52.0 90 1.00 5000 92 6000 Any 1
EYE Color Arc T - G12 base
MT70/SDW/G12* 70 T18 G12 Clear 24 3500 105.0 56.0 90 1.00 4500 96 6000 Any 2
MT70/SW/G12 70 T18 G12 Clear 24 4500 105.0 56.0 90 1.00 5000 96 6000 Any 2
MT70/D/G12 70 T18 G12 Clear 24 6500 105.0 56.0 90 1.00 5000 92 6000 Any 2
MT150/SLW/G12* 150 T25 G12 Clear 24 3000 105.0 56.0 95 1.90 9500 96 6000 Any 2
MT150/SDW/G12* 150 T25 G12 Clear 24 3500 105.0 56.0 95 1.90 10000 96 6000 Any 2
MT150/SW/G12 150 T25 G12 Clear 24 4500 105.0 56.0 95 1.90 11000 96 6000 Any 2
MT150/D/G12 150 T25 G12 Clear 24 6500 105.0 56.0 95 1.90 11000 96 6000 Any 2
EYE Color Arc TD - Double ended
MTD70/SDW* 70 T20 Rx7s Clear 24 3500 118.2 58.8 920 1.00 4500 96 6000 BH+45° 3
MTD70/SW 70 T20 Rx7s Clear 24 4500 118.2 58.8 90 1.00 5000 96 6000 BH=x45° 3
MTD70/D 70 T20 Rx7s Clear 24 6500 118.2 58.8 90 1.00 5000 92 6000 BH+45° 3
MTD150/SDW* 150 T22.5 Rx7s Clear 24 3500 136.0 68.0 95 1.90 10000 96 12000 BH+45° 4
MTD150/SW 150 T22.5 Rx7s Clear 24 4500 136.0 68.0 95 1.90 11000 96 12000 BH+45° 4
MTD150/D 150 T22.5 Rx7s Clear 24 6500 136.0 68.0 95 1.90 11000 96 12000 BH+45° 4

The exceptional colour rendering of EYE Color Arc lamps enhances the
splendor and value of any setting.

Features

® 3000K*, 3500K*, 4500K and 6500K types are available.

* Most types have excellent colour rendering, Ra 96 with excellent R9 (red
colour rendering).

e Perfect for applications that require natural, well-balanced high colour
rendering light.

e UV reduction coating on outer bulb prevents lit objects from fading and
maintains high output with polycarbonate lenses.

Notes:
Warning / Caution notices: page 35
Operating Instruction: page 35

* Not available in EU and countries regulated by RoHS directive.




