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Powerful spotlight for accent  
shop lighting applications 
 
 
 
 
 
 
Tender text 

 Round adjustable spot luminaire available with three Osram PrevaLED® HD light 
engines providing either 700, 1,800 or 2,600 lm 

 Luminaire efficacy ≥ 60 lm/W 

 Ideal for shop lighting application due to a CRI of Ra ≥ 90 

 High flexibility due to rotation through 350° and pivoting through ±90° 

 Efficient replacement of HID or AR111 luminaires 

 Available in 2 different beam angles: 24° and 40° 

 Warm white 3,000 K and neutral white 4,000 K available 

 Simple connection to standard 3-circuit track systems 
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A) Technical Information 

1) Housing, Mounting and Accessories 

 High flexibility due to rotation through 350° and pivoting through ±90° 

Product name  
LEDVANCE® Powerspot 

Body material Aluminum 

Color of the luminaire [RAL] White (RAL9006), Grey 

Cover material Polycarbonate (PC) 

Type of cover Frosted 

Adjustable 350° rotation, ±90° pivoting  

 

Product name Powerspot M Powerspot XL Powerspot XXL 

Height H [mm] 233 264,5 264,5 

Length L [mm] 127 163,5 163,5 

Width W [mm] 69 80 80 
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Product name Powerspot M Powerspot XL Powerspot XXL 

Type of connection Universal 3-phase track adaptor 

Mounting type Track-mounted 

Net weight [g] 1,100 2,100 2,100 

 

Protection class I 

Type of protection (IP code) IP20 

Glow Wire Test according to 
IEC 695-2-1 (> 650°C) 

850 °C  

Shock resistance (IK code) N/A 

Operation  temperature [°C] 0 °C to 45 °C 

Storage temperature [°C] -20 °C to 70 °C 

Approval marks CE, ENEC25 

Luminaire efficiency lm/W ≥ 60 lm/W 

 
 
 
 
 
2) Electrical Installation 

 Simple connection to standard 3-circuit track systems 

 Luminaire efficacy ≥ 60 lm/W 

 

Product name Powerspot M Powerspot XL Powerspot XXL 

Nominal wattage [W] 11 W 28 W 43 W 

Mains voltage [V] 200-240 V 

Rated current [A] 0,05 A 0,125 A 0,2 A 

Mains frequency [Hz] 50-60 Hz 
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3) Optical features 

 Round adjustable spot luminaire available with three Osram PrevaLED® HD light 
engines providing either 700, 1,800 or 2,600 lm 

 Efficient replacement of HID or AR111 halogen luminaires 

 Ideal for shop lighting application due to a CRI of Ra ≥ 90 

 Available in two different beam angles: 24° and 40°  

 Warm white 3,000 K and neutral white 4,000 K available 

 

Product name 
Powerspot M 

Powerspot XL Powerspot XXL 

LED type 
Osram PrevaLED® 

LEP-800 HD 
Osram PrevaLED® 

LEP-2100 HD 
Osram PrevaLED® 

LEP-3000 HD 

Number of light engines 1 

Lifetime LED 50,000 h (L70) 

Color rendering index (CRI) ≥ 85 (4,000 K) / ≥ 90 (3,000 K) 

Color temperature [K] 3,000 K / 4,000 K 

Beam angle [°] 24° / 40° 

Luminous flux [lm] 700 1,800 2,600 

Luminous intensity [cd] TBC TBC TBC 

 
 
 
 
 
4) Control 
 

Product name Powerspot M Powerspot XL Powerspot XXL 

Ballast / Control gear OTp integrated 

Dimmable No 
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B) Logistic Data 

Product 
Reference 

Product number 
(EAN 10) 

Color 
Color 

temperature 
SU 

LEDVANCE® Powerspot M 930 L24 4008321647672 White 3,000 K 4 x 1 

LEDVANCE® Powerspot M 930 L40 4008321647726 White 3,000 K 4 x 1 

LEDVANCE® Powerspot M 840 L24 4008321647740 White 4,000 K 4 x 1 

LEDVANCE® Powerspot M 840 L40 4008321647788 White 4,000 K 4 x 1 

LEDVANCE® Powerspot M 930 L24 4008321647801 Grey 3,000 K 4 x 1 
LEDVANCE® Powerspot M 930 L40 4008321647825 Grey 3,000 K 4 x 1 

LEDVANCE® Powerspot M 840 L24 4008321647849 Grey 4,000 K 4 x 1 

LEDVANCE® Powerspot M 840 L40 4008321647863 Grey 4,000 K 4 x 1 

LEDVANCE® Powerspot XL 930 L24 4008321647900 White 3,000 K 4 x 1 

LEDVANCE® Powerspot XL 930 L40 4008321981912 White 3,000 K 4 x 1 

LEDVANCE® Powerspot XL 840 L24 4008321647924 White 4,000 K 4 x 1 

LEDVANCE® Powerspot XL 840 L40 4008321981929 White 4,000 K 4 x 1 

LEDVANCE® Powerspot XL 930 L24 4008321647962 Grey 3,000 K 4 x 1 

LEDVANCE® Powerspot XL 930 L40 4008321647986 Grey 3,000 K 4 x 1 

LEDVANCE® Powerspot XL 840 L24 4008321648006 Grey 4,000 K 4 x 1 

LEDVANCE® Powerspot XL 840 L40 4008321648020 Grey 4,000 K 4 x 1 

LEDVANCE® Powerspot XXL 930 L24 4008321648044 White 3,000 K 4 x 1 

LEDVANCE® Powerspot XXL 930 L40 4008321981936 White 3,000 K 4 x 1 

LEDVANCE® Powerspot XXL 840 L24 4008321648082 White 4,000 K 4 x 1 

LEDVANCE® Powerspot XXL 840 L40 4008321981943 White 4,000 K 4 x 1 

LEDVANCE® Powerspot XXL 930 L24 4008321648129 Grey 3,000 K 4 x 1 

LEDVANCE® Powerspot XXL 930 L40 4008321648143 Grey 3,000 K 4 x 1 

LEDVANCE® Powerspot XXL 840 L24 4008321648167 Grey 4,000 K 4 x 1 

LEDVANCE® Powerspot XXL 840 L40 4008321648181 Grey 4,000 K 4 x 1 

 
 
Accessories (not included in the Luminaire packaging):   
 
Product 
Reference 

Product number 
(EAN 10) 

Color SU 

LEDVANCE® Monopoint Ceiling Canopy TBC White TBC 

LEDVANCE® Monopoint Ceiling Canopy TBC Grey TBC 
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