PHILIPS

Lighting

MASTER SON-T PIA

Plus

MASTER SON-T PIA Plus 150W E40 1SL/12

High Pressure Sodium lamp with clear tubular outer bulb, hgh output and long

rellable ifetime

Warnings and Safety

« Control gear must include end-of -life protection (|ECE0662, IEC 62035)
- & lamp breaking 1s extremely unlikely to have any impact on your health. If a lamp breaks, ventilate the room for 20 minutes and
remove the parts, preferably with gloves. Put them in a sealed plastic bag and take it to your local waste faclites for recycling. Do

not use a vacuum cleanear,

==

Product data

General Information Lumen malnterance 2,000 hours (rom,} 97 %

Cap base E40 [ E40] Lumen malnterance 5,000 hours (min} BB %
Oparating postion UNWMERSAL [ Any of Unlversal (U]] Lumen mainterance 5,000 hours (rom.) 05 %

Life to 5% fallures {nom.) 20800 h Chromaticty coordinate X (nom.} 535
Life to 10% fallures [rnom.) 24000 h Chromatidiy coordinate ¥ (nom.) 042

Lite to 20% fallures (nom.) 2000 h Correlated Colour Temperature (Hom) 2000 K
Lite to 50% fallures (nom.) 22000 h Luminous emcacy (rated) (nom.) 7 ImywW
S —— A -E-I!EI-I';EHEE'!I_I!FH-ﬂl [ma.:] £ g .
System description Extemal lignitor {E) Colour renderng index (nom .} -

sphere
Operating and Electrical

Light Techmical Lamp supply voltage oW [ 10]
Colour Code 720 [ CCT of 2,000 K] Power [Rated) [Mom) 155.0W
Lumineus flux (nom.} TE00 Im Lamp current (EM) [nom.) LEA
Luminous fiux (rated) (min.) W500 Im Igrition supply voltage (max.) 128y
Luminous flu (Fated) (nom ) 12000 Im Ignition peak voltage [max 2B00 Y
Lumen maintenance 2 000 hours (min) 94 % Re-ignition time {min ) {max) 1|os
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MASTER SON-T PIA Plus

Iigrikion time {max) 55 Energy consumption kWh/ 1,000 hours 155 kwh
Voltage (Max) N5 473790
Voltage (Min) BSV
Voltage [Nom) 100 Luminaire Design Requirements
Bulh temparature (max.} 4501
Comtrols and Dimming Cap-base termmperature (max.) 250°C
Ddrmmiable fes
Run-up tirmea 909 (max] EN Product Data
Full product code BRaZXao0r3sn0
Mechanical and Housing Order produd name MASTER S0ON-T PlA Plus 150W EAD 15LA2
Larmp Finish Clear EAM/UPEC — product Brareacrie
Cap-base information naf -] order code 12073900
Bulb shape T45 [T 46mm| SAP numerator — quantity per pack 1
Murmerator — packs per outer box 12
Approval and Application SAP material QIEARIA000O5
Energy EMclency Class F SAP net weight (plece) owoTkg
Mercury (Hg) comtent (max.) EImg
Mercury (Hg) comtent (rom.) 13.0mg
Dimensional drawing
o Procuct O (max) O L € [max)
™™ MASTER 50M-T PIAFIUS 150W E4O 15LAM12 47mm & mm 132 mm 205 mm
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MASTER SON-T P1A Plus 150W E4015LN2

Photometric data

LOLD_SOM-TRPIA-Light distribution diagram
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LOPE_SOM-TRIA_O012-S5pectral power distribution B/W
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MASTER SON-T PIA Plus

Photometric data

T S0y

LDPO_SON-TPIA_002-Spectral power distibution Colour

Lifetime
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Survivals in %
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LDLE_SOM-TPIA_00D4-Life expectancy diagram
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Lumen in %
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LOLM_SON-TPIA _0004-Lumen malntenance diagram
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