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Halogenlampen mit Prefocussockel
HALOGEN lamps with pre-focus cap

Halogenlampen mit Prefocussockel zeichnen sich durch  
eine hohe, stabile Lichtleistung aus. Erst nachdem Leuchtkörper 
und Lampenhalterung exakt an einer Referenzebene ausgerichtet 
wurden, erfolgt die Verbindung beider Teile. Das garantiert eine 
sehr gute optische Genauigkeit des Leuchtkörpers.

Hauptmerkmale:
-	 Hohe Genauigkeit der Leuchtkörperposition
-	 Hohe Farbtemperaturen und Farbwiedergabe
-	 Leichte Installation und Austauschbarkeit
-	 Quarzglas ohne UV-reduzierende Eigenschaften

Anwendungsbereiche:
Projektion und Analyse

What makes halogen lamps with a pre-focus cap unique 
is their high, yet stable light output. Only once the filament and 
the lamp holder have been precisely aligned at a reference level 
are both parts connected. This guarantees the very high optical 
accuracy of the filament.

Main features:
-	 High level of accuracy regarding the positioning of the filament
-	 High colour temperatures and colour rendering
-	 Simple to install and replace
-	 Quartz glass without UV-reducing properties

Fields of application:
Projection and analysis
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Artikel	 Typ	 Spannung	 Leistung	 Sockel	 Lichtstrom	 Lebensdauer	 Leuchtkörper	 Abmessungen	  
Reference	 Type	 Voltage	 Wattage	 Cap	 Lumens	 Life	 Filament	 Dimension	  
		  V	 W		  Lm	 h		  b x h mm

55148	 HLL	 6	 20	 PG22	 500	 50	 C-6	 2,0 x 0,6	

55169	 HLL	 10,8	 30	 G5.3	 570	 1000	 CBAR-6	 3,5 x 1,25	

55325	 HLL	 12	 100	 PG22	 3210	 50	 CBAR-6	 4,2 x 2,3	

55290	 HLL	 17	 95	 GZ9.5	 2150	 2000	 CBAR-6	 5,8 x 2,9	

58213	 HLL	 24	 120	 A26/14	 3300	 300	 CC-6	 5,3 x 2,6	

55403	 HLL	 24	 150	 GZ9.5	 5000	 50	 CBAR-6	 5,8 x 2,9	
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